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M P L 1 2 1 C B  &  M P L 1 0 4 C B  INSTALL GUIDE 

Counter-Bezel 
Counter-Bezel Install Guide for LCD Upgrades 
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IMPORTANT: 

 

WARRANTY 

Before using any MONITECH product please carefully 

review this Manual as well as any additional 

documentation provided with your shipment. 

 

Attempting any of the following will void product warranty: 

• unauthorized repairs or parts replacement  

• inappropriate use or placement: exposing product to 

liquids, harmful gases, electrical shock, physical 

shock, temperatures beyond the range of -4°F to 

140°F  

(-20°C to 60°C) 

• use of electrical voltage other than 12V 4.16A  

(power supply and AC cable provided) 

• Removal or modification of serial, product, or  

warranty labels. 

 

 

 

 

 

 

 

 

 

 

 WARNING 
 

ELECTRICAL HAZARD 

DO NOT OPEN 

TO AVOID ELECTRICAL SHOCK DO NOT 

OPEN PRODUCT CASING. UNAUTHORIZED 

REPAIRS OR PARTS REPLACEMENT ARE 

PROHIBITED AND WILL VOID PRODUCT 

WARRANTY. PLEASE RETURN TO 

MONITECH FOR REPAIRS. 
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INSTALLATION: 

Step #1) Unscrew the 4 screws off the side of the LCD 

Monitor.  

 

 
 

Step #2) Place the bezel on the LCD Monitor 
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Step #3) Screw in the screws o the side of the monitor to 

fasten the counter bezel on the LCD.  

 

IF YOU WANT TO USE SILICON TO FASTEN THE BEZEL 

HERE ARE THE STEPS.  

 

 

 

 

 

 

 

 

 

Monitech 

Monitor  

Old CRT  

Frame 
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Monitech 

Monitor  

Monitech 

Counter Bezel 

Please flip the 

Monitech Counter 

Bezel, so it is facing 

the back or flat side. 

Before putting sticking 

the bezel to the 

Monitech Monitor see 

where you want the 

bezel to be positioned, 

make sure it is centre, 

and even amount of 

frame metal should be 

shown  
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Let the Silicon dry for 10 – 15 Minutes.  

 

 

 

 

 

Gently place 

the Monitech 

Counter Bezel 

on to Monitech 

Monitor. 

Monitech 

Monitor and 

make sure you 

centre the bezel 

so that frame 

looks even. 
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Now attach the 

reverse side of the 

bezel, this part was 

already in your 

machine. 

Or close the machine 

door.  

This will cause the 

bezel to be pressed 

and enforce the 

attachment of the 

bezel to the monitor.  
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Enjoy your rejuvenated display!!! From the Monitech Family we 

thank you for business.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

For Technical Support, Call 

1-877-493-6105 

Support@Monitech.com 

 

20 Howard Place 

Kitchener, Ontario   N2K 4Z4 

CANADA   519.725.222 
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